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term QD (in) Grade

CASING JOINT(S) 26,000

term QD ({in) Grade Wt (ppf)

CASING JOINTIS) 16.000 H-40  £5.00

CASIMNG JOINTIS) 10,750 J-5

3
CASING JOINT(Z) 10,750 J-55  40.50
CASING JOINT(S) 10,750 J-55

term QD {in) Grade Wt (ppf)

CASIMNG JOINTIS) 7000 N-80  26.00
CASIMNG JOINTIS) 7000  N-80  26.00

CASING JOINTES )

term QD ({in) Grade Wt (ppf)
LINER HAMNGER 6.266 MN-80 18.00
CASING JOINTIS ) £.000 MN-30

FLOAT COLLAR 5000 MN-80  18.00
FLOAT SHOE 5000 MN-80

Well: 346-35S

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol 555 cf
Hole Size: 22"

Casing Size: 16"

Top Job: NO

Rtns to Sfc: YES

TOC: Surface

Interm Csg. Cmt Vol 805 cf
Hole Size: 15"

Casing Size: 10-3/4"

Top Job: NO

Rtns to Sfc: NO

TTOC: 1285’

Prod. Csg. Cmt Vol. 590 cf
Hole Size: 9-3/4"
Casing Size: 7"

Top Job: NO
Rtns to Sfc: NO
TTOC: 4800'

Liner Cmt Vol: 99 cf

Hole Size: 6.366" (7" Csg ID)
Casing Size: 5"

Top Job: NO

Rtns to Sfc: NO

TTOC: 6480'

Top of Formation:
B-Sand: 6719

Volume Behind Pipe:

1.15 and 1.18 Yield Assumed
Theoretical Calculations (TTOC)
DWN April 2011
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